PRODUCT BULLETHY K_SPRAY BULLETIN NO: J 5503 !
DRY¥ALL 4CCZIZORY CEILING TEXTURE DATE: 4 June 1973
PRODUCTS PAGE: lof 2 ;
APFROVALS : PRODUCTHG PLANT CANCELS: 7 5503 i
SEATTIE DATE: Test Batch |
BULLETT DESGRIFTION yA FOUNTS GALLOUS
442 Talec Westal 202 700
441 * ] Mono 90 Clay 100
.220. Limestone - Whiting ¥ 197 500 §4
T 446 Titanium Pigment - 75 . j
040 Astestos 7D-1 100
245 Thickener 10
350 Monsanto KGR 40
330 Polyvinyl Aleohol 1c
026 Ammonium Pentaborate 3
453 Preservative (Dowicilf?ﬁ) 2.5
074, Burnt Umber 0,13 2 oz,
j24 Styrene Aggregate 55 11C eu,fx
Viogel C;ay 50
Clay Hydrite MP 400
Defoamer FD-1 /?Gé?
- TOT AL mm e 2047.63
MANUFACTURING INSTRUCTICNS:
1, Séé Process Bulletin No. J-4
2. Dry Blend for a minimum of 12 minutes.
3. Package 32 ibs. minimum per bag.
CUALITY GONTROL:
TW-1B .Viscoaity,‘cc per 100 gm.to give 6"
diameter patty 185 - 210 cc
TH=34A Bond Equal to Standard

#NOTE: Mono 90 clay and H-C Talc are the same item,
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